
ANPR Technical Specification

Camera

Image Sensor: 1/1.8" CMOS

Resolution: 2688 × 1520

Shutter Speed: 1/25 s – 1/100,000 s

Max Detection Speed: 120 km/h

Min Illumination: 0.001 Lux (Color), 0.0002 Lux (B/W), 0 Lux with IR

ROM / RAM: 4 GB / 1 GB

S/N Ratio: >56 dB

Scanning: Progressive

Lens

Focal Length: 8 mm – 32 mm

Field of View: H: 39.9°–15.1°, V: 21.8°–8.5°, D: 46.6°–17.4°

Focus: Auto / Manual / Area

Lens Type: Motorized Vari-focal

Aperture: F1.6

Illuminator

Quantity: 4

Type: Dual (730 nm IR / warm light)

Control: Auto / Manual

Distance: 30 m (ANPR), 60 m (Video)



Smart Illumination: Adaptive brightness

Infrared Wavelength: 730 nm

Video

Resolution: 4MP / 1080p / 720p

Compression: H.265 / H.264 / MJPEG

Bit Rate: 2,179 – 39,223 kbps

Frame Rate: Up to 30 fps

Noise Reduction: 3D NR

ROI: 3 Regions

Bit Rate Control: CBR / VBR

Functions

Storage: TF Card 16–256 GB

Allowlist / Blocklist: 110,000 entries each

IVS: Intrusion & Loitering Detection

Events: Defocus, storage issues, network errors


