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Hardware

Dimensions (mm)

Weight 8.5Kg

Windage < 0.09m2

Camera preset positions Yes

Tour function Yes

Zoom function

Min illumination

Day/Night functionality Auto switching using ICR

Resolution

Power consumption 56W @ 240V (Peak)
36W @ 240V (Continuous)

Sentry Camera

Camera type Bullet

Lens 8mm

Day/Night functionality Yes

Resolution 1080p

Digital network video recorder

Hard drive Optional 6TB or 8TB surveillance grade

Max resolution Full HD (1080p)

Max recording rate

Max recording time Variable (continuous loop)

Continuous loop Yes

Privacy masking Yes

Video compression H.264

Other information

Max Wi-Fi transmission range 50m (line of sight)

Max 4G transmission range Network coverage needed

Video transmission frequency 2.4Ghz (Wi-Fi)

Video encryption (router) 256-bit AES

Downloaded video codec AVI, ASF, MP4, Original Format

TECHNICAL SPECIFICATIONS
NOMAD TWIN HD IR

25:1 Optical Plus
24x Digital

 Color: 0.005 lux@F1.6, B/W: 0.0005 lux@F1.6

2560 x 1440 (4 megapixels)

30 frames per second

H470mm x W330mm x D220mm




